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1-19-221.	Transfer all comments.  2.	Put all MSD notes in their own section on the plan.3.	Add WM#9251 / 21 1192  (Add the red number to the WM#)4.	Note:  Construction plans and documents shall comply with Louisville and Jefferson County Metropolitan Sewer District's Design Manual and Standard Specifications and other local, state and federal ordinances.5.	Note: all retail shops must have individual connections per MSD's fats, oil and grease policy.6.	Note:  Onsite detention is being provided by the existing underground basin.  Post developed drainage curve number shall be equal to or less than existing drainage area.  To be evaluated prior to MSD construction plan approval. May be subject to KYTC approval.7.	Show all existing and proposed storm structures/lines.8.	Show all existing and proposed sewer lines.  Clearly show the existing sewers coming from the Breckenridge lane ROW.  Show these sewers up to the first structure onto the subject site in a 15' public sewer easement.  Call out the remaining sewers to remain private.9.	Show the sewer relocation required route them around the building.  The relocated portion shall be installed as an 8” sewer.10.	Note:  Sanitary sewer service provided by existing PSC. Private Lateral extension required for any sewer relocation, subject to Fee's and any applicable charges.11.	Either add the 1st note if the area of disturbance is over an acre or add the 2nd note if it less than an acre but insert your area of disturbance in place of the XXXX's. Note 1:  The final design of this project must meet all MS4 water quality regulations established by MSD. Site layout may change at the design phase due to proper sizing of Green Best Mgmt. Practices.  -OR-  Note 2:  Note:  This project is subject to MS4 Water Quality Regulations once the incremental area of disturbance sums equal to or greater than 1 acre of disturbance.  Per this preliminary development plan, the area of disturbance is XXXX  S.F. (fill in the XXX) (Disturbance is defined as where the soil is being disturbed.  Work in the paved area where the soil below the existing subgrade is not being disturbed will not count.)12.	List the total site disturbance, existing impervious, proposed impervious and the net increase/decrease of impervious area on the plan.13.	Note:  An EPSC plan shall be developed and approved in accordance with MSD Design Manual and Standard Specifications prior to construction plan approval.14.	Additional comments may follow once the plan is revised.




